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DEFCON L 



Notebook Computer 
Security System 




USER'S GUIDE 



RESETTING YOUR 
COMBINATION 

The lock combination is 
factory preset to 0-0-0. For 
your security, you should 
select a new combination and 
reset your lock. 

• Unlock the DEFCON 1; retract 
the cable. 

• Press down the Plug Head 
until you hear a "click". 

• Turn the Dial to select your 
new combination. 

• Press and hold the Trigger and 
pull the Plug Head from the 
body of the DEFCO N 1. 

• Your new combination is now 
set and ready to use. 

• You can only change to a 
new combination when the 
lock is set to the current 
combination. 




Cable — 



Plug Head Dial Locking Plug 




REPLACING 
THE BATTERY 

The Battery Cover cannot be 
opened when the unit is 
locked. W hen the lock is 
active, thieves will not be able 
to defeat the power source. 

• Set the Dial to your 
combination. 

• Depress the Release button - 
allow the cable to retract, if 
necessary 

• W hile holding down the 
Release button, slide the 
Battery C over from the body 
of the system. 

• Once the new battery has 
been attached, hold down the 
Release button while sliding 
the Battery C over into place. 

• Let go of the Release button 
and test the Battery C over to 
ensure it is attached securely. 

EXTENDING 
AND 

RETRACTING THE CABLE 

You can only operate the 
Trigger when DEFCO N 1 
is unlocked. 

• Dial your combination 

• Depress and hold the Trigger 
while pulling the cable to your 
desired length. 

• Let go of the Trigger first to set 
the cable length. 

• To retract the cable or shorten 
the length, Depress the 
Trigger. 



Power: Conventional 9-volt 
Battery 

• 0 pera ting Voltage: 

M inimum - 2.5 Volts 
M aximum - 9.0 Volts 

• Power C onsumptjon: 
Armed: < 0.2 mA 
Alarm: < 150.0 mA 

• Battery Door cannot be 
removed when Lock is 
activated 

• Battery Life - C oninuous use 
(Lock connected/ alarm "off"): 
Standard Battery -70 days 
Alkaline Battery - 90 Days 

DEFCON 1 Security Lock 
Adapter for Notebook Security 
Lock Slot 

Rugged, High Impact 
Plastic Housing 

Weather Resistant 

Part Number: PA400U 

Weight 7 ounces 
(with battery installed) 

Dimensions: 2 . 5 "x 5 . 5 "x 1 . 5 " 



WARRANTY 

Targus warrants this product to 
be free from defects in materials 
and workmanship fori year If 
your DEFCON lisfoundtobe 
defective within thatfjme, Targus 
will repair or replace your 
DEFCON 1 . This warranty does 
not cover damage from everyday 
wear and tear or from 
transportation by a common 
carrier. 

Under no conditions is Targus 
liable forany of the following: loss 
or damage to a computer; loss 
of or damage to programs, 
records or data; and 
consequential or incidental 
damages, even if Targus is 
informed of their possibility. 

W arranty Registration at 
www.targus.com 

TECHNICAL SUPPORT 

In the unlikely event that you 
encounter a problem with your 
DEFCO N 1, please call 
Technical Support O ur 
knowledgeable staff is available 
to answer your questions 
M onday through Friday, 
8:00 a.m. until 8:00 p.m. 
Eastern Standard Time. 



Telephone: 
1-800-283-6325 



For Technical Assistance, Please Call 2-800-283-6325 
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pulse the trigger to rewind the 
cable slowly into the housing. 
If convenient, use your other 
hand to guide the cable as it 
slides into the DEFCO N 1. 
This will ensure smooth 
operation and prevent possible 
whipping back of the 
cable end. 

FEATURES AND SPECIFICATIONS 

Stainless steel cablelock system: 

• C ut-resistant cable: 
Diameter - 1 ,6mm 
Length -4.5 feet 

• Vinyl coated 

• Self-retracting 
Electronic Alarm System 

• 110 dB Alarm Siren 

• Automatically arms whenever 
lock is engaged 

• Alarm activated when... 

• Cable is severed 

• M otion Alarm is armed 
and triggered 

• Lock C ombinafjon required to 
deactivate 

User-Activated Motion Alarm 

Triggered when device is moved, 
shaken or tilted. Upon detecting 
motion, 4 C hirps warn of 
excessive movement 

• 2 seconds after detection: 
Alarm Siren Sounds for 45 
Seconds 

• Automatically resets to 
"Armed" status 

• 2 sensitivity settings — user 
selectable 



Resettable 3-digit 
Combination 

• C ontrols Lock, Electronic 
Alarm System and M otion 
Sensor 

• 1000 unique combinations 
available 

• Locks battery compartment 

LED Indicator Light 

W arns thieves of armed device, 
Indicates alarm status 

• "Passive Armed": 

Single Flash every 1 second 

• "M otion Alarm Activated": 
Double flash every 1 second - 
Low Sensitivity 

Triple flash every 1 second - 
H igh Sensitivity 

• "M otion Alarm Triggered": 

4 rapid flashes followed by a 
2 second LED Flash 

Audible Indicators 

Advises user of DEFCON 1 
status 

• "Passive Armed": 

1 mechanical "click" and 1 
electronic beep when cable 
plugged-in 

• "M otion Alarm Activated": 

2 beeps - Low Sensitivity 

3 beeps - H igh Sensitivity 

• "M otion Alarm Triggered": 

4 Chirps precede alarm siren 
by 2 seconds 

• Battery Low: 

5 beeps when locking 
DEFCON 1 



WARNING: The cable retracts at 
a very high speed. To avoid 
whipping around of the Plug 
Head when retracting a length of 
cable, do N 0 T hold the Trigger 
down; pulse the Trigger to 
rewind the cable slowly into the 
housing. If convenient use your 
other hand to guide the cable as 
it slides into the DEFCO N 1. 

OPERATING 
INSTRUCTIONS 

The DEFCO N 1 is designed 
for maximum flexibility while 
in the office or on the road. 
Equipped with steel cable 
and an electronic motion 
alarm, the DEFCO N l's 
features can be deployed 
selectively by the user. 

A. BASIC LOCKING 

In this mode of operation the 
DEFCO N 1 can be used to 
secure items to immovable 
objects. If the cable is 
tampered with, the 
DEFCO N 1 will sound an 
immediate and continuous 
alarm. 

1. Dial your combination. 

2. Extend and wrap cable as 
desired. 

3. Connect the Plug Head to the 
Locking Port You will hear a 

"click". 

4. The alarm will sound a "beep" 
to confirm that it is armed. 

5. The LED starts to flash once 
every 1 second. 

6. Turn the Dial to hide your 
combination. 



Battery Low Warning: 

5 beeps upon locking unit 
sounds a warning that battery 
needs to be replaced. 

B. UNLOCKING 

1. Dial your combination. 

2. Depress the Release button - 
the Plug Head will eject from 
the Locking Port 

C. USING THE MOTION 
ALARM 

Your DEFCO N 1 is equipped 
with sensitive M otion Alarm 
which can be activated 
whenever the unit is locked. 
C a n't find an immovable 
objectaround which to wrap 
the cable? Simply lock the 
DEFCO N 1 through one of 
the solid metal loops on your 
carrying case and set the 
M otion Alarm. 

0 nee the M otion Alarm is 
activated, the unitwill chirp if 
it senses any motion (such as 
movement bumps, or 
vibrations). The chirps warns 
the surrounding environment 
that the DEFCON I'S Motion 
Alarm is active. If the unit 
detects excessive motion, the 
alarm will siren. Ideal for 
restaurants, lobbies, and 
airport terminals. 

Your DEFCON Motion 
Alarm has two sensitivity 
settings: 

Level 1 - Low Motion 
Sensitivity: The setting 
allows the unit to detect 
excessive motion up to 8 
seconds before the alarm 
sirens. 



For Technical Assistance, Please Call 1-800-283-6325 



Targus/ DEFCON 1 



Targus 8pg. Booklet 6/25/99 11:17 AM Page 4 




Level 2 - High Motion 
Sensitivity: The setting 
allows the unit to detect 
excessive motion up to 4 
seconds before the alarm 
sirens. 

SETTING MOTION ALARM to 
Level 1 - Low Motion Sensitivity 

1. Lock the unit as described in 
Step A. 

2. Press and hold M otion Alarm 
button once — the unit will 
beep twice. 

3. The LED will flash rapidly 
twice for every second. 

4. The M otion Alarm will then 
arm itself to Level 1 — Low 
M otion Sensitivity in 3 
seconds. 

5. 0 nee the M otion Alarm is 
armed, the LED flashes twice 
every second and will chirp if 
it senses any motion (such as 
movement, bumps, or 
vibrations). 

6. If the unit detects excessive 
motion for up to 8 seconds, 
the alarm will sound. 

SETTING MOTION ALARM to 
Level 2 - High Motion Sensitivity 

1. Lock the unit as described in 
Step A. 

2. Press and hold M otion Alarm 
button twice - the unit will 
beep three times. 

3. The LED will flash rapidly 
three for every second. 

4. The M otion Alarm will then 
arm itself to Level 2 — High 

M otion Sensitivity in 3 seconds. 



5. 0 nee the M otion Alarm is 
armed, the LED flashes three 
times every second and will 
chirp if it senses any motion 
(such as movement, bumps, or 
vibrations). 

6. If the unit detects excessive 
motion for up to 4 seconds, 
the alarm will sound. 

SETTING MOTION ALARM to 
Level 2 - High Motion Sensitivity 
WHILE in Level 1 - Low Motion 
Sensitivity 

1. If the unit is currently set to 
Level 1 - Low M otion 
Sensitivity and you want to set 
it to Level 2 - H igh M otion 
Sensitivity, simply press and 
hold the M otion Alarm one 
time and the unit will be beep 
three times. 

2. The LED will flash rapidly three 
times for every second. 

3. The M otion Alarm will then 
arm itself to Level 2 - High 
M otion Sensitivity in 3 
seconds, 

NOTE: 0 nee you are in Level 2 - 
H igh M otion Sensitivity, you can- 
not set the unit back to Level 1 - 
Low M otion Sensitivity, you must 
release the cable from the 
Locking Portand set the Motion 
Alarm from the beginning to your 
desired level. 

Alarm Siren Is Sounded If: 

• C able is severed 

• Excessive motion is detected 
Motion Alarm Characteristics: 

• Upon detecting excessive 
motion within Level 1 or Level 



2 of the M otion Alarm, 4 
Beeps warn that the alarm 
will sound immediately 

• Alarm duration: 45 seconds 

• Automatically re-arms itself at 
the current M otion Alarm Level 
setting 

Disarming The Motion Alarm 

Same operation as unlocking the 
DEFCON 1 (Step B). 

1. Dial your combination. 

2. Press the Release button. 

3. If the M otion Alarm is 
sounding, the Alarm will 
shut off. 

4. The cable will disconnect 

NOTE: The M otion Alarm is not 
designed for use in moving 
vehicles such as buses, trains and 
airplanes, use the conventional 
lock mechanism in these 
situations. 

D. USING THE DEFCON 1 SLA 
(SECURITY LOCK ADAPTER) 

Your DEFCON 1 is equipped 
with a special adapter which 
will allow you to secure your 
notebook computer equipped 
with a security lock slot The 
cable is long enough for you 
to simultaneously lock your 
computer AN D carrying 
case. 

1. Locate the security lock slot on 
your computer, (it may be 
marked as or J ). 

2. Set the DEFCO N 1 Security 
Lock Adapter (SLA) to "unlock" 
by pulling the black plastic 
piece out of the lock housing 
as illustrated. 



3. Insert the SLA into the slot and 
push the black plastic piece 
into the lock housing as 
illustrated. 

4. Run the DEFCO N 1 Plug 
Head through a hole in the 
SLA, then lock the system as 
described earlier. 

5. The cable will prevent the SLA 
from being removed; severing 
the cable will sound an 
immediate alarm. 
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Notebook Security Lock Slot 



Pull Out 
To Unlock ; 



Push In 
(To Lock 



E. USAGE TIPS 

1. W hen using the lock, ensure 
that you conceal your 
combination by turning 

the Dial. 

2. The motion sensor should not 
be turned on while in vehicles; 
the vibrations may trip the 
alarm. 

3. Always test the electronic 
alarm prior to a trip. 

4. W hen retracting the cable, do 
NOT hold the Trigger down; 



For Technical Assistance, Please Call 1-800-283-6325 
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